_:é‘&

MD 924 1S ASSUMED TO RUN
IN A EAST/WEST DIRECTION

4.7

ONE WaY > MD

EXISTING WATER INE

2y

PRSI

TO

i

-~

~ s \ @

S
A

MAIM ST,

} ,

—

_—

EXISTING SIGNALS

CAISTING SIGNS

8!!

ONT
CHERE.

1—4 6—8

PROPOSED SIONALS

R3-1 R3-2 D3—2
3G”x30” (30"x30") (16 7"XVAR)
BOND ST.
525 11
D3—2

(16"XVAR)

OFFICE ST.
10

9!‘/

V
X

SIGN _

IGIN
COURTLAND PL.

L

|

FHW A FED. AID
STATE -
REGION NO. PROM. ND,

SHEET
NO.

TOTAL
SHEETS

3 MD |SEE TITLE SHEET

NEMA PHASING

g1 vz

PHASING NOTES:

1. PHASES ASSOCIATED BY A SOLID LINE
WILL NOT OPERATE CONCURRENTLY.

2. PHASES ASSOCIATED BY A DASHED LINE
MAY /WILL OPERATE CONCURRENTLY.
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UTILITY LEGEND

TELEPHONE CABLES

GAS MAIN

WATER MAIN

SEWER MAIN

ELECTRIC CABLES
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GEOMETRIC LEGEND

EXISTING GEOMETRICS
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PROPUSED GEOMETRICS

CONSTRUCTION DETAILS

Install 10 f+. pedestal pole and signal head ot sta. 29452; ieft 24 f+. (Note: one 2 in. PVC
schedule 80 conduit bend and four 1 in. x 40 in. anchor bolts., Alsos, the contractor shall install

a ground rod through the pole foundation.)

Install 3 1n. PVC schedule 80 electrical conduit — trenched prior to the installation of concrete
sidewalk / pavers.

Install electrical handhote.

Install 3 in. PVC schedule 80 electrical conduit - stotted prior to the resurfacing of MD 924.

Use/adjust existing handhole to proposed grade. (Note: instai!l new handhole cover with strap
and install grounding terminal.)

Use existing conduit.

Remove /grind existing stop Iine and Tnstall 24 in. white thermopliastic pavement mdrking

+taps.

Cap and abondon existng conduit.

Install equipment and electrical cables into existing controller cabinet and properly tag 7/ iabel each cable.

Install 12 in. white thermoplastic pavement marking tape.
lise existing pedestal pole.

Use/adjust existing handhole frame to final grade.
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GENERAL NOTES

1. PAVEMENT MARKINGS DETAILED ARE PROPOSED AND
SHALL BE INSTALLED BY THE CONTRACTOR IN
ACCORDANCE WITH SHA STANDARDS.

2. THE CONTRACTOR SHALL COORDINATE TRAFFIC SIGNAL
CONSTRUCTION WITH THE STREETSCAPE CONTRACTOR.

3. ALL TRAFFIC SIGNAL EGUIPMENT SHALL BE INSTALLED TO

FINAL GRADE.
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